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Your dealer:

GEDA-Dechentreiter
GmbH & Co. KG

Mertinger Straße 60
D-86663 Asbach-Bäumenheim
Phone +49 (0) 906 9809-0
Fax +49 (0) 906 9809-50
info@geda.de
www.geda.de

Innovations
Know-how
Up-to-date production 
technologies

World-wide competence

ERA 1200 Z/ZP

7  Secure loading and unloading on all 
levels.

8  You can equip all platform versions 
with an additional door for front  
loading depending on construction 
sites.

9  Spacious platforms mean confortable 
transport off all kind of building material.
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Transport platform for persons and material

your powerful partner for heavy loads and efficient work methods.
The alternatively available door for front loading and the different platform versions ensure 
optimal usage at all construction sites.

ERA 1200 Z/ZP

GEDA ERA 1200 Z/ZP

load capacity max. 1.500 kg
lifting height max. 150 m
lifting speed 12/24 m/min.
power supply 2 x 3,0/6,1 kW/400 V/50 Hz  Features / Specials4

1  Platform version A  
(device during assembly)

4  The compact base unit 
provides a comfortable 
transport.

2 Platform version B

5  Erection support
  Facilitate mast assembly 

at the device by using the 
practical erection support 
(optionally available as  
accessory).

3 Platform version C

6  Platform version C  
with roof
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Platform versions:

Landing level safety gate

Landing level safety gate

Optional for 
platforms  
A / B / C
Door for  
front loading


